a2 United States Patent

Berry, Jr. et al.

US009410330B2

US 9,410,330 B2
*Aug. 9,2016

(10) Patent No.:
(45) Date of Patent:

(54) MOBILE SCAFFOLDING UNITS WITH
EXTENDIBLE GANTRY PLATFORM AND
METHODS OF USING SAME

(71) Applicants:Henry K. Berry, Jr., Williamsburg, VA
(US); Henry K. Berry, III, Newport
News, VA (US)

(72) Inventors: Henry K. Berry, Jr., Williamsburg, VA
(US); Henry K. Berry, III, Newport
News, VA (US)

(*) Notice: Subject to any disclaimer, the term of this

patent is extended or adjusted under 35

U.S.C. 154(b) by O days.

This patent is subject to a terminal dis-
claimer.

(21) Appl. No.: 14/318,478

(22) Filed: Jun. 27,2014
(65) Prior Publication Data
US 2014/0305737 Al Oct. 16, 2014

Related U.S. Application Data

(63) Continuation of application No. 13/188,336, filed on
Jul. 21, 2011, now Pat. No. 8,800,717, which is a
continuation-in-part of application No. 13/037,745,
filed on Mar. 1, 2011, now abandoned.

(60) Provisional application No. 61/400,419, filed on Jul.

28, 2010.
(51) Int.CL

E04G 1/34 (2006.01)

E04G 1/24 (2006.01)

BG6OR 3/00 (2006.01)

AOID 46/20 (2006.01)

E04G 5/14 (2006.01)
(52) US.CL

CPC E04G 1/24 (2013.01); A01D 46/20 (2013.01);
B60R 3/005 (2013.01); E04G 5/14 (2013.01);
E04G 1/34 (2013.01)

(58) Field of Classification Search
CPC ..ccovvvern E04G 2001/158; E04G 2001/242;
AO01D 46/20
See application file for complete search history.

(56) References Cited
U.S. PATENT DOCUMENTS

1,708,113 A 4/1929 Allen
2,196,511 A 4/1940 Wagner et al.
2,428,184 A 9/1947 Swindler
2,542,497 A 2/1951 Fleming, Jr.
2,601,092 A 6/1952 Cardiff
2,778,694 A 1/1957 Mitchell
2,798,623 A 7/1957 Girardi
(Continued)
OTHER PUBLICATIONS

Prior Art Sketch, Virginia Department of Transportation Device
(2010).

Primary Examiner — Alvin Chin-Shue
(74) Attorney, Agent, or Firm — Nixon & Vanderhye P.C.

(57) ABSTRACT

Mobile scaffolding units include a vehicle for movement
across ground surface, a stationary platform rigidly fixed to
the vehicle at a predetermined immovable height above the
ground surface, and a gantry platform operatively connected
to the stationary platform for movements between a retracted
position where the gantry platform is nested adjacent to the
stationary platform, and an extended position wherein the
gantry platform extends laterally outwardly from one or
another lateral side of the stationary platform to provide an
operator on the gantry platform an extended horizontal reach
laterally of the vehicle. The mobile scaffolding units allow an
operator to work at elevated heights and with lateral reach in
one area of a work zone (e.g., to trim roadside vegetation) and
then move to another area of the work zone without requiring
an operator to dismount from the gantry platform.
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